
 

 

 

Feathers 
Installation Instructions 
 
 

Surface 
Preparation: 

Ensure surfaces are dust free, smooth, dry, firm and uniformly colored or primed. Do not install 
over non-porous surfaces. Previously painted walls may be wiped down with Tri Sodium 
Phosphate to remove any grease or oil. Glossy paint should be dulled by sanding. Never 
install these materials over new plaster or un-primed walls.  It is best to prime all surfaces with an 
appropriate high quality acrylic wallcovering primer. All surfaces to be installed should be 
tested by the installer to determine suitable adherence of existing coatings.   

Trimming: Before cutting and hanging, check color, condition, quantity, and quality.  Be certain pattern and 
color are as ordered.  Be sure that there is sufficient material to complete the job.  No allowances 
will be given for cut material.  Should you have any questions, contact your MDC representative or 
customer service (800)621-4006 before proceeding.  Even though great care has been taken in 
the production of this wallcovering, natural variations in color can occur.   
Feather wall panels are provided in 38” x 118” sections.  If trimming is required please table trim 
face down to the correct size.  Take care to trim accurately.  Be sure edges are even before 
installation.   

Application:  1. The wall should be properly primed with Roman R35.  You must use an extra strength grade 
of heavy-duty premixed clear adhesive (i.e. Roman Pro 838).  Do not dilute.  Using another 
type of adhesive will be solely at the risk of the installer. 
Apply an even coat of adhesive to the back of the material.  Make sure the adhesive is spread 
out evenly over the entire surface to ensure good adhesion to the wall.  Allow the adhesive to 
become tacky before applying wallcovering.  Never allow the adhesive to get on the front of 
the material.   

  2. Cuts should be made with a sharp razor blade.  Do not attempt more than one cut per blade. 

  3. Straight hang – do not reverse panels.  Smooth material with a soft bristle smoothing brush 
along the natural direction of the feathers to eliminate air bubbles and ensure adhesion. 

  4. Inspect panels for color or pattern irregularities before proceeding with the installation of a 
panel.  Any issues should be immediately communicated to MDC for inspection before 
proceeding further with installation.  Feather wallcoverings will tend to lightly panel on 
occasion.  

Care and 
Maintenance: 

 Feather wallcoverings are a delicate natural material that should not be cleaned with any liquids 
or excessive rubbing.  Great care should be taken to prevent damage to the surface. 

 


